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This manual is designed to provide you with a comprehensive guide

in getting started with your Mobility Scooter and answer any questions
you might have about its operation and regular maintenance. Ifthere
is any information in this manual that is confusing, or if you require
additional assistance for setup or operation, please contact Vive
customer support. Contact information is provided at the end

of this manual.

Vive welcomes any questions, comments, and suggestions you may
have about your Mobility Scooter, especially those related to
performance, safety, and reliability.

Make sure to read all of the instructions, warnings, and notes in this
manual before attempting to operate your Mobility Scooter for the
first time. Your safety depends on how well you follow the contents of
this manual. As such, Vive is hot liable for any damage and/or injuries
that may occur as a result of unsafe operation, improper usage, or
failure to follow the instructions, warnings, notes, and other contents
of this manual.

The example notices shown below are used throughout this manual
to identify warnings and notices important to the safe, ongoing
operation of your Mobility Scooter. It is strongly recommended that
you read and understand their usage completely before continuing.

NOTE:

Items of note and importance.

WARNING A\

Failure to follow warnings may result in personal harm or injury.




(A Front Section
Rear Section

© Seat Unit

© Battery

(®) Charging Cable
(P 4x Screw Knobs

SICIOIGIC)

Basket

Battery Securing Plate
Basket Holder

2x Bolts

Seat Pin

Armrests



Front Section - Tiller Console
The Tiller Console is the primary means of operating the many
functions of the Mobility Scooter. It includes the following elements:

(® Key Switch

Speed
Adjustment Diall

© Power Indicator

© Horn

(® Front Light Switch

® Drive Lever

Rear Section

The Rear Section houses the motor, brakes, and control electronics, as
well as the attachment points for both the battery and the seat. It
includes the following elements:

(A Battery Contacts

Electronic Control
Cable

© Disassembly Latch

(® Manual Free
Wheel Lever

(E) Seat Post Socket




Battery
The Battery case comes with a lift handle for easy handling and
installation.

(® 3-Pin Charger
Socket Overload
Protector

Seat Unit
The Seat Unit has various components to provide a secure and
comfortable base during operation. It includes the following elements:

® Seat

Seat Post

© Armrests

©® Seat Lock Lever
(B Seat Pin




For a video of us assembling and disassembling the
scooter, check out the link here: vhealth.link/97fanl

In order to protect your Mobility Scooter from potential daomage
during transportation, the Seat Unit and Battery are separately
packaged. They will need to be assembled prior to use.

1. Open the box of your new Mobility Scooter, remove all protective
packaging, and take all components out of the box.

2. The Tiller comes folded down on the Front Section. It will need to be
lifted, adjusted, and secured before operation.

a. Loosen the Locking
Knob near the base
of the Tiller.

b. Lift the Tiller up to a
desirable angle that
can be comfortably
reached while seated
on the Scooter.




c. Tighten the Locking Knob near the base of the Tiller to lock
the Tiller into place.

d. The angle of the Tiller can be adjusted later simply by
loosening the Locking Knob, repositioning the Tiller angle and
retightening the Knob.

WARNING A

Make sure that the Locking Knob is securely tightened
prior to operation. Failure to do so may result in
personal injury or domage to the equipment.

e. Check the electrodes on the Rear Unit and the Battery and
clean of any contaminants that may prevent adequate
electrical contact.

f. Load the Battery into
the Battery Tray on
the Rear Section of
the Scooter, making
sure to align both
of the electrodes
correctly.

3. Position the Battery Platen
on the Rear Section so that
it lines up with the hole
behind the Seat Post socket
and sits over the edge of
the Battery. Firmly tighten
the platen knob to secure
the Battery into place.




4. Find the Seat Unit. Make sure
the Seat Post is locked into
place and connected to the
bottom of the Seat Unit.

5. Insert the Seat and Seat
Post into the socket on the
Rear Section of the scooter.

6. Align the holes on the side
of the Seat Post with the
unthreaded holes on the
socket, and fit the Seat Pin
through to set the seat
height. Make sure the pin
fits all the way through
the socket.




7. Fit a Screw Knob into the
threaded hole on the front
of the socket and tighten to
secure the seat in place.

8. Unlock the Seat Lock lever,
turn the seat to face the
Tiller, and release the lever
to lock the seat direction.

9. Assemble the left and right Armrests respectively into the square
tubes on the underside of the Seat. Adjust the width of the Armrests
to a comfortable spacing, and insert the two (2) adjustment knobs
on the underside of the Seat to secure each Armrest in place.




10. Mount the Basket
onto the Basket Holder by
securely sliding it down onto
the Holder.
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Connecting the Front and Rear Sections

Your Mobility Scooter will come with the Front and Rear Sections
attached. However, they may be detached later for easy transport or
storage. These instructions will help you reassemble the Scooter
when it has been disassembled by the user.

1. Engage Manual Free-Wheel Mode by pushing the Manual
Free-Wheel Lever forward on the Rear Section of the Scooter.

2. Tip the Rear Section of the Scooter back until it is resting on the
anti-tip bars and the handle at the very rear.

NOTE: Make sure the Seat Post socket is parallel to the ground and the
yellow handle on the Latch Hook is upright.

3. Lift up the Front Section footplate with the plastic loop handle

and hook the two (2) side hooks onto the pegs at the front of the
Rear Section.

4. While stabilizing the Front Section, rotate the Rear Section forward
and down until the latch hook locks in the middle with an audible
click. You should not need to force the sections to lock.

5. Plug the Battery Connector into the socket and tighten
down the nut.

6. Disengage the Manual Free-Wheel Lever by pulling it backward
and reinstall the Battery and Seat.






